
  

 

 

 

 

               

 P r o d u c t s S p i n d l e s : H Z - 3 C , H Z - 4 4 ,F o r M a c h i n e :
, ISHIKAWA , , AAWADHKRUPA , LAXMI NARAYAN INDUSTRIES (LNI), JMW , 

AS , GIESSE , MILHAN MAKINA, HUZUR MAKINA ETC …F o r P r o c e s s T y p e : c o t t o n i n d u s t r i e s , f i ba s b e s t o s i n d u s t r i e s e t c … . .P r o d u c t D e s c r i p t i o n
• 

M a t e r i a l : s p i n d l e b l a d e : E N 3 1 ( b e a r i n
• Spindle‘s wharves diameter 24.5 mm to above

• high quality , low vibration, long life 

• supplies complete set with flange , nut , spindle lock

• manufacture spindle for ring diameter : 3.5 “ 

• we supplied spindle with specified insert as Texparts, Jaylaxmi .

www.jaylaxmispindle.com  

                

, ISHIKAWA , , AAWADHKRUPA , LAXMI NARAYAN INDUSTRIES (LNI), JMW , HAZUR MAKINA , MINARVA, BIRKO 

AS , GIESSE , MILHAN MAKINA, HUZUR MAKINA ETC … b e r g l a s s i n d u s t r i e s , n y l o n f i s h n e t t w i n e i n d u s t
n g s t e e l ) , a l u m i n u m p l u g : L M 6 , w h a r v e s : E N 2

Spindle‘s wharves diameter 24.5 mm to above 

supplies complete set with flange , nut , spindle lock 

manufacture spindle for ring diameter : 3.5 “ and 4 “ 

we supplied spindle with specified insert as Texparts, Jaylaxmi . 

HAZUR MAKINA , MINARVA, BIRKO r i e s , j u t e i n d u s t r i e s ,
2 4

 



  

 

 

 

 

S p i n d l e A p p l i c a t i o n
• Jaylaxmi reduce vibration up to 0.05 mm / sec

• Lift size 204 to 420 mm 

• Jaylaxmi reduce noise to 75 DBA 

• Long life 

• We can reduce the weight of spindle top part (new 

• Short delivery time A d v a n t a g e s
• Low noise & Power 

• High speed up-to 8000 rpm. 

• Dynamically balanced. 

• 6 Stage Quality Checks to ensure exquisite quality system maintenance for superior performance.

• Made to fit your system and give higher and better 

 

� Technical Data Sheet 

 

Type of 

Spindle 

Wharves 

dia. 

(mm) 

LIFT 

size 

(mm) 

Ring 

doublers 

25.4 mm 

and 

above 

204 to 

420 

 

www.jaylaxmispindle.com  

Jaylaxmi reduce vibration up to 0.05 mm / sec 

We can reduce the weight of spindle top part (new design ) 

6 Stage Quality Checks to ensure exquisite quality system maintenance for superior performance.

Made to fit your system and give higher and better performance index. 

 

 

Insert / bolster 
Speed-

RPM(Mechanical)

Jaylaxmi / 

TEXPART 

HF 3C 

HZ 44 
3,000 to 12,000

6 Stage Quality Checks to ensure exquisite quality system maintenance for superior performance. 

RPM(Mechanical) 

Weight in 

kgs 

(S.U.P) 

3,000 to 12,000 
0.525 and 

above 


